
Speed, Performance, Value - Perfect Balance

GKaM indicator (Approved)

· EC type and OIML approved
· 5 weighing units (kg, g, lb, oz, lb:oz)
· Automatic memory accumulation
· Pre-set counting with alarm
· Date and time
· Adjustable filters
· Wall mount bracket
· Accumulation of Weight
· Check-weighing with low and high limits
· Check weighing LED bar graph
· Capacity tracker
· Large backlit LCD display
· RS-232 bi-directional interface

· Full colour coded keypad with numeric entry
· Simple user-friendly operation
· External calibration
· Splashproof to protect from accidental spills
· Rechargeable battery up to 90 hours operation
· Easy access to the rechargeable battery
· Auto sleep / power down function to save

battery life
· AC Adapter
· Animal / dynamic weighing
· Check weighing
· Parts counting
· Weighing
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Technical Specifications

General Specifications
Model GK aM
Interface Bi-directional RS-232 output
Power supply 230 VAC 50/60Hz
Display Automatic External
Housing ABS Plastic
Dimensions notes Shipping weight: 2.6kg Dimensions 225 x 300 x 225cm.

Key Accessories

· In-use Cover
· RS-232 to PC Cable
· AdamDU - Data Collection Program
· ATP Thermal Printer
· Thermal Paper For Adam ATP (10 pack)
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