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SG:Table top type

Price Computing Scale

Advanta (Y] e! outstanding Price-Performance

Features;

®Available in Pounds (Standard Unit) or Metric
(add a *-M" to the end of the part number)

®Shock & overload protection for a long operating life

@Splashproof keyboard & display

@Select from 12 models

@Battery operation for use in areas without power
(not available for SF-KA)

@Efficient & intuitive operation speeds checkout times

@Stores weight/prices for up to 30 items (SF model)

@Stores weight/prices for up to 12 items (SG model)

@Large, wide angle display makes reading easy under all conditions

@®Push button and keyboard tare entry

Ol(.arge s}ainless steel weighing pan resists damage and corrosion
option

lOg?tional RS-232C interface for printer and PC connection

@Select from AC power, replaceable batteries or rechargeable battery
(option for the SF-KC only)
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Specifications
Model SF-6KA/6KB/6KC SF-15KA/15KB/15KC SF-30KA/30KB/30KC SG-6KA | SG-15KA | SG-30KA
Capacity/Resolution (Ib) 15 X 0.005 30 X 0.01 60 X 0.02 15X 0.005| 30 X 0.01 | 60 X 0.02
*Capacity/Resolution (kg) *6 X 0.002 "15 X 0.005 30 X 0.01 6 X 0.002 |"15 X 0.005| “30 X 0.01
Non-linearity +0.005 Ib/+2g +0.01 Ib/t5g +0.02 Ib/£10g +0.005 Ib/£2g | +0.01 Ib/s5g | 0.02 Ib/x10g
Repeatability/Std. Dev. 0.005 Ib/2g 0.01 Ib/5g 0.02 1b/10g 0.005 Ib/2g | 0.01Ib/5g | 0.02 Ib/10g
Display Vacuum Fluorescent Display — SFF-KA/KC  Liquid Crystal Display — SF-KB/SG-KA
Display Indications Weight — 5 digits Price — 7 digits  Unit Price — 6 digits
Pan Size 300(W) X 280(D) mm / 11.81(W) X 11.02(D) inches
Weight (Approximately) 12.1 Ibs/5.5kg | 9.9 Ibs/4.5kg
Power SF-KA: AC power only SF-KBISC-KA: AC adapter or batteries (6 D" - not included)
SF-KC: AC adapter or NiCd rechargeable battery (Option)
Battery Life (Approximately) 300 hours with manganese type cells 500 hours with alkaline type cells
Operating Temperature —-10°C~40°C (14°F-104°F), RH less than 85%
465(W) X 425(D) X 460(H) mm 330(W) X 425(D) X 108(H) mm
HREetDineRsions I8.31mnm;<} 16.7313])': 18.1 tu:u inches 12.99('%} % 16.7;1[})} X 4,215|lm inches
Standard Accessories Manual, AC adapter (excluding SF-KA Series)

* All SF and SG models are pounds only. To order the metric version, add a *-M" to the end of the part number (Ex. SF-15KB-M).

Option for the SF Series Option for the SG Series
SF-09—— NiCd Rechargeable Battery Pack (for SF-KC models only) SG-11—— Stainless Steel Weighing Pan
COC 99-076

SF-10—— Stainless Steel Weighing Pan
Canada AM 5329

A&D WE|GH I NG Specifications are subject to change for improvement without nofice.
...Clearly a Better Value
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SF:Tower type




