A&D WEIGHING

...Clearly a Better Value

ELECTRONIC PRECISION BALANCE

USER MANUAL
For Models SV-120. SV-200. SV-250, SV-610
PLEASE READ BEFORE USING BALANCE

1. General Description

This is a portable top-loading digital electronic balance. The sensing mechanism is a load
cell. The balance may be powered by battery or optional AC adapter. Part #TB:10.

2. Installation

A. Fill out the enclosed registration card & mail to A&D.

B.  Set the balance on a flat, rigid surface, located away from dust, vibration, extreme
heat sources, wind, strong electromagnetic sources such as a electric motors or
generators, and fluorescent lamp starters (within 3 feet typically).

Any slope may lead to inaccurate reading. Be sure the balance is placed on a level
surface. For greater accuracy, recalibrate the balance (see below) whenever the
balance is relocated.

In the event of temperature change, allow 2-3 minutes for the balance to stabilize.

C. Toinstall a 9V battery, open the battery compartment by pushing the battery

compartment cover in the direction of the arrow on the bottom of the scale. After
inserting and connecting the battery, close the battery compartment.

D.  An optional 9Vdc 200 mA AC adapter (Part #TB:10) may be used by plugging into
the balance, and then into the main supply. The use of an adapter automatically
disconnects the battery.
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